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Abstract— The Perseverance Mars rover has demonstrated a
new onboard global localization capability that has the potential
to significantly improve long-distance autonomous navigation
[1]. It allows the rover to precisely determine its position by
comparing panoramic images from its navigation cameras with
high-resolution orbital maps, and use that knowledge to reset
its onboard position uncertainty model back to nearly zero
meters. Leveraging a fast, commercial off-the-shelf (COTS)
Snapdragon 801 processor from the Ingenuity Helicopter Base
Station contained within the rover body, the system performs
complex image-processing tasks to accurately determine the
rover’s position relative to orbital maps. This approach of
diverting compute-intensive operations to a faster but non-
radiation hardened CPU overcomes the limitations of the rover’s
far slower, radiation-hardened primary processor, and is a
paradigm shift in planetary robotics.

We focus on the characterization, implementation and mitiga-
tion strategies required to use a non-radiation-hardened COTS
processor in the harsh space environment. We describe the
software-based memory checking and fault isolation techniques
developed to address memory corruption potentially caused
by aging or radiation effects. Furthermore, we present the
performance and operational results from the deployed system
on Mars, including its accuracy and robustness. The paper
also discusses lessons learned during the development and flight
deployment process and outline how this technology will fun-
damentally change future planetary navigation to support more
ambitious and efficient autonomous missions by enabling con-
tinued use of commercial co-processors even in the presence of
degraded memory capabilities.
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1. INTRODUCTION
The NASA Mars 2020 mission, which includes the Perse-
verance rover and carried the Ingenuity helicopter, landed
on Mars on February 18, 2021. It is collecting Martian
samples for a subsequent mission to return them to Earth
for scientific analysis. It recently collected the Chevya Falls
rock sample, which contains organic compounds and mineral
features that are considered ”potential biosignatures,” offer-
ing the strongest evidence yet of possible ancient microbial
life on the planet. The farther it can drive between sample
collection locations, the more diverse the samples can be.

Perseverance is the first NASA Mars rover that can drive
using its autonomous driving capabilities (Hazard Detection
and Avoidance, Visual Odometry) at close to its maximum
electromechanical speed. As a result, its self-driving au-
tonomous navigation system has become its primary means
of driving: it has been used to execute or evaluate 90% of the
total distance traveled [2]. As of this writing, Mars solar day
(sol) 1775 for the mission (16 February 2026), the farthest
distance it has driven without human review is 699.9m over
three sols, which is a planetary rover record [3].

As the rover drives, the uncertainty regarding its actual
position on the orbital map grows. This added uncertainty
can result in drives ending early and block a narrow passage
[1]. This can only be alleviated by re-localizing the rover’s
current location against the orbital map. Currently, human
mapping specialists re-localize the rover before every drive
plan (manually performing global localization). This requires
a complete communications cycle, and the need for it limits
how far Perseverance can autonomously navigate without
ground-in-the-loop.

As a result, the maximum duration of any autonomous drive
plan without human review has only been three Martian sols.
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After several hundreds of meters, rover position uncertainty
will grow to such an extent that it is impractical to navi-
gate typical Martian terrain without using global localiza-
tion to eliminate the accumulated uncertainty. This process
is currently performed manually on Earth: rover operators
downlink a panorama of stereo image pairs from the end of
the drive and match them to an orbital map. Autonomous
onboard global localization would eliminate the need for
frequent communication with Earth, removing the limitation
on drive distance due to uncertainty growth [1].

We implemented the core global localization image process-
ing on the faster Snapdragon 801 processor, and updated
the rover’s flight software to enable its use during nominal
operations [1]. But after deploying the software to Mars for
an initial checkout, several issues arose with the non-radiation
hardened CPU that had to be addressed.

This paper provides an outline of the development and
successful deployment of our new, robust framework for
performing onboard global localization system using a non-
radiation hardened coprocessor on Perseverance. It describes:

� The nature of radiation errors facing the non-radiation
hardened Ingenuity helicopter base station COTS processor,
the flagship Perseverance mission rover’s co-processor in the
harsh space environment.
� Implementation and mitigation strategies developed to en-
able use of the non-radiation hardened processor on mission-
critical calculations.
� Software-based memory checking and fault isolation tech-
niques developed to address memory corruption potentially
caused by aging or radiation effects.
� The first demonstration using the non-radiation-hardened
Ingenuity Helicopter Base Station as a rover co-processor.

Beyond Perseverance, the absolute position estimation pro-
vided by global localization will be a key enabler for fu-
ture planetary robotic missions. Lunar rover missions like
Endurance [4] aim to traverse many kilometers across the
Moon largely in Permanently Shadowed Regions with limited
communication. The proposed system and its first application
contributes a critical capability in the broader context of
increasing demands for long-range autonomy in planetary
robot navigation. And our planned use of the COTS processor
as an integral mobility subsystem marks the first time a
non-radiation hardened processor will actively support Mars
Rover robotic operations.

2. ONBOARD GLOBAL LOCALIZATION
As described in [1] planetary mobile robots such as Persever-
ance and Ingenuity accumulate position uncertainty as they
move. This is due to several factors including sensing and
actuation accuracy, and accuracy of position estimation [5].

The general strategy of our new Perseverance application,
which can be helpful to many planetary rover applications,
is to determine the global location of the rover within an
uncertainty envelope on a prior map using attitude knowledge
and images taken with a rover-mounted stereo camera pair.
In particular, this application performs a great deal of image
processing, with raw images and maps making up the bulk
of the RAM storage that is susceptible to modification by
memory errors. While our algorithms for matching images
are inherently robust to changes in individual pixels in those
maps and images, our radiation mitigation approach is also

adaptable to other applications that may not have the same
characteristics.

Our algorithm for Global Localization is described in detail
in [6], and the overall operations implementation strategy is
described in [1]. We summarize the algorithm here to provide
context for the kinds of operations being performed on our
COTS processor.

Position uncertainty growth has typically been a problem
for long drives (greater than 500m). Since the duration
available for driving is limited each sol, these drives occur
over multiple sols on Mars. Therefore to simplify operations
onboard localization is planned to run just once per sol at the
end of all driving, along with the complementary SunFind
activity which reduces attitude uncertainty [7].

We model rover localization as an image registration problem
between the rover images and the orbital map. With the
SunFind activity running before global localization, the reg-
istration problem is simplified to a search over 2D translation.

Similar to current human-based approaches, we first produce
a top-down rover stereo orthomosaic. The rover acquires a
360o panorama of NavCam stereo pairs around the rover, typ-
ically five overlapping pairs. The images are radiometrically
corrected to remove vignetting and exposure time differences,
and each pair is stereo-matched using semi-global block
matching to produce a point cloud. The point clouds are
projected into a 2D grid that matches the resolution of the
appearance map (25cm) and a Digital Elevation Map (DEM)
(1m).

The rover stereo orthomosaics are then matched to the orbital
map using a template-matching approach. The correlation
scores from the appearance map and DEM are summed
together, and the minimum score is converted into a delta
position update.

The orbital map is a digital terrain model (DTM) and ortho-
mosaic of HiRISE images produced by the USGS. HiRISE is
the highest resolution pushbroom camera orbiting Mars with
around 25cm resolution, mounted on the Mars Reconnais-
sance Orbiter (MRO).

In short, much of the Global Localization algorithm relies on
image processing operations. As such, the bulk of the RAM
storage used by the algorithm is comprised of raw greyscale
pixel values from rover images or the terrain, resampled
versions of those images viewed from overhead, and map
intensity and height information. Map and image processing
algorithms generally are robust to small variations in inten-
sity, so any individual bit-level changes to pixel intensities
will typically make only a small numeric impact on the
overall results.

Onboard Global Localization Performance

Our approach achieves sub-meter accuracy in global localiza-
tion performance on a real dataset from Mars of all the drives
for which data was available [6]. Ground-based localization
has been performed for Perseverance, manually on the ground
by human localization experts, since the beginning of the
mission.

Our approach achieves 0.36m accuracy across 264 panoramas
with no significant outliers and 99% of results coming within
0.93m of human-generated ground truth. The mode is around
one-pixel error in the orbital map (0.25m) [6]. We assume
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Figure 1. Location of the Helicopter Base Station on the
Perseverance Rover. Its Snapdragon 801 processor is

connected to the Rover’s RAD750 by a serial cable, with its
maximum bandwidth currently set to 10KB/s. Image

courtesy [1].

a 30m search radius, which is based the max expected un-
certainty after a long single-sol drive, though a larger search
radius up to 100m does not significantly impact accuracy.

3. COTS ROVER CO-PROCESSING
Making Global Localization work onboard required us to
find extra compute cycles. Perseverance’s main computer is
fundamentally specialized for reliability through hardware-
based radiation mitigation. The difficulty, cost, and engi-
neering compromises of developing and testing radiation-
certified computers result in the computational capability of
the RAD750 lagging decades behind modern computers. For-
tunately, Perseverance also has a Snapdragon 801 computer,
courtesy of the daring and mighty Ingenuity mission [8].
Perseverance uses it to relay data to and from Ingenuity via a
Snapdragon 801 processor and radio mounted on the rover’s
Heli Base Station (HBS), shown in figure 1.

As described in [1] the Helicopter Base Station has several
advantages as a powerful co-processor for Perseverance. The
performance vs. reliability trade-offs between the RAD750
and Snapdragon 801 computers encourage a co-processing
regime, where the RAD750 handles critical real-time pro-
cessing, and the Snapdragon runs computationally intensive
programs.

A need for radiation mitigation was clear even before Global
Localization was deployed on Perseverance on Mars. The
BAE RAD750 spec sheet shows an expected 0:02 bits cor-
rupted per day given a radiation environment at 90% of worst-
case GEO. In contrast, a CREME-MC simulation for the
Snapdragon 801 using data from a previous study [9] shows
roughly 4314:3 bits expected to be corrupted per day under
similar conditions. Thus, despite the increased speed of the
Snapdragon 801, ensuring that results from this COTS com-
puter are correct in the presence of radiation is a challenge. A
radiation management approach was therefore developed as
described in [1] and summarized below.

Figure 2 shows the global localization steps and figure 3
shows activities in a multiple sol drive plan.

Figure 2. Steps to ”Perform Onboard Global
Localization[1]”

Checksums use the GNU coreutils md5sum program.

For hash collision to occur due to radiation, where 2 files can
resolve to the same checksum [10], a specific set of bits must
be affected by SEUs when the checksum is run, a virtually
impossible event given the built-in ECC on the eMMC chip
and the design of the ext4 filesystem onboard. Furthermore,
MD5 is computationally inexpensive, which has minimal
impact on overall runtime.

Newer C++ standards provide memory safety and type fea-
tures that are not available in older C++ standards. However,
the software on the HBS is relatively outdated, with the last
software update having been delivered in 2017. As future
missions will have newer computers with differing C++ li-
braries, we need a way to provide a generalized, consistent
standard library for developers to use onboard the HBS.

To this end, we use LLVM, a widely-supported, open-source
set of compiler tools that outputs optimized binaries from a
variety of frontends, including C and C++ [11]. One key
feature of LLVM is the unified intermediate representation
(IR) that all optimizations are run on. By having one unified
IR for all architectures, any language frontend that can be
translated to LLVM IR is able to compile to any architecture.
This allows us to easily cross-compile our project to a variety
of targets, including x86 64 workstations as well as the
ARM32 Krait architecture used by the HBS.

Another subproject of LLVM is libc++, which is a standards-
compliant C++ function library built on top of LLVM. This
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Feature Perseverance RAD750 HBS Snapdragon 801
CPU Frequency 133 MHz (x2) 4 cores, 2.36 GHz
Memory 128 MiB ECC RAM 1.55 GiB non-ECC RAM
Storage 2GB validated ECC 32GB unvalidated ECC
Operating System VxWorks 6.7 Linux 3.8
Architecture PowerPC ARM
Hardware Accelerators FPGA (VCE) GPU, DSP
Radiation Hardened Yes No
SEEs/bit/second (sim) 7:80716e�14 2:49620e�10
SEEs/day/device (sim) 13 (corrected) 4313 (uncorrected)

Table 1. Comparing Perseverance’s main RAD750 computer to the Heli Base Station co-processor.

Figure 3. Global localization activities on a multi-sol plan

library is separated into 2 main parts: the core library, which
defines high-level C++ language features; and the Appli-
cation Binary Interface (ABI), which provides architecture-
specific details such as exception handling and datatype sizes.
By using the system ABI, while providing our own build
of the libc++ core library, we can provide developers with
modern C++ features while also keeping the binary size
minimal, keeping uplink bandwidth consumption low. This is
due to LLVM’s ability to strip unused functions, which leaves
just the subset of the C++ library being used by the program
in the binary.

A majority of the time for running global localization is spent
in transferring images and data from the primary RAD750,
known as the RCE, to the HBS over the slow 10KB/s serial
link as described in [1] . However, much of this can be run in
parallel with other ongoing rover activities. So although the

transfer takes 30 minutes, the entire activity can be safely run
in parallel with other operations.

4. FLIGHT DEPLOYMENT
Because Perseverance is a science-critical multi-billion dol-
lar mission, the main constraint is risk. New capabilities,
however beneficial, need to be carefully proven to be safe.
As described in [1] to achieve deployment to flight, our
global localization project was broken into three distinct
phases: software sandboxing demonstration, modular flight
demonstration, and closed-loop flight demonstration. Phase
1, Software Sandboxing successfully demonstrated the safety
of the software sandbox on the co-processor. Phase 2, Mod-
ular Flight Demonstration used previously acquired Mars
data for the successful onboard demonstration. The resulting
localization position was downlinked but not used to update
the Rover’s position.

Phase 3, Closed-loop Flight Demonstration

Phase 3 of this project includes rover flight software changes
which interface between the Rover’s main computer and the
Heli Base Station. This enables the rover to take a panorama
of NavCam images and send data to the Base Station for
processing. Then, the global localization algorithm is run,
and the result is sent back to the Rover’s main computer.
Finally, if the result passes multiple validity checks the rover
flight software updates its onboard knowledge with the new
position and uncertainty, and continues driving. These checks
are summarized in Figure 4 from [1].

Phase 3, Part 1: New RCE Software and Orbital Maps—
It took some time to update the flight software on the rover
and corresponding ground software on Earth. In particular,
the Ground Data System update process is slow and took
nine months to update the command dictionary and perform
a regression test. Orbital maps of the location the rover was
heading to, called Lookout Hill, were uploaded.

This part ran on sol 1347 (2 December 2024).

Phase 3, Part 2.1: Shadow-mode Closed-loop Flight Demon-
stration

Since this phase updates the Rover’s true position, which is
mission-critical, the first test of the full global localization
system was in a “shadow mode” where the updated position
was not incorporated. But the results of running the closed
loop activity in shadow mode were unexpected. It failed
to transfer the 1st NAVCAM image from the panorama im-
age set. All the other files and the executable image files
transferred just fine prior to the failure. This was due to a
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Figure 4. Checks done by both the HBS and the RCE to both mitigate radiation-induced SEUs and catch common possible
localization errors. Under our probabilistic error model, the chance of performing an incorrect localization due to radiation

errors is near zero. The localization algorithm itself is 100% accurate on all benchmarked data to within 1 meter [6]).
Timeouts (parenthesized) on each localization run catch radiation errors that may cause the HBS to stall.

checksum error. The leading hypothesis was that a SEU had
corrupted the first NCAM file transfer. This was based on
a review of the HBS anomaly products and VSTB testing,
where we successfully transferred the exact files downlinked
off of the flight vehicle without issue. A low-effort method
of either confirming or rejecting the SEU hypothesis in flight
was conceived which would be a partial re-run of Part 2.

This part ran on sol 1360 (16 December 2024).

Phase 3, Part 2.2: Shadow-mode Closed-loop Flight Demon-
stration

A low-effort method of either confirming or rejecting the SEU
hypothesis in flight was conceived which would be a partial
re-run of Part 2.

In this run, all of the file transfers from the Rover Compute
Element to the HBS succeeded as expected, supporting the
hypothesis that the previous error was spurious and radiation
induced and thus not a persistent issue.

Two independent runs of global localization both converged
on a solution with excellent accuracy, which was very ex-
citing! They did however differ by 1mm due to what
was hypothesized to be another bit flip that impacted one
of the NAVCAM panorama stereo imaging products. This
kind of radiation event is something that the non-radiation-
hardened HCE is susceptible to and is why we always run the
processing at least twice and compare the results. Seeing this
comparison work as expected in flight was good confirmation
that our onboard checks were working correctly, but even a
1mm difference meant that the results were not accepted as
identical, and therefore not correct.

This part ran on sol 1398 (24 January 2025).

We re-ran the test to ensure that the same stereo issue didn’t
happen twice in a row. Instead we found evidence for stuck
or weakened bits in HBS memory, which experienced minor

random data corruption across six runs on Mars.

HBS Memory Testing

Stuck or weakened bits became the leading hypothesis. Stuck
bits are bits in memory that are stuck at a 0 or 1; weakened
bits are bits in memory that can not reliably maintain a 0 or 1
state.

These errors occur as a DRAM chip is irradiated over
time [12]. DRAM chips store bits in arrays of capacitors,
where a charge in it represents a logical “1”, and no charge a
logical “0.” However, these capacitors slowly leak the charge
stored in them over time. To mitigate this, DRAM cells are
refreshed constantly (usually every 64 ms) by reading the data
stored in the cell, and re-writing the data stored in them.
Long-term exposure to radiation will increase the leakage
current of capacitors on the chip. This decreases the retention
time of the capacitors, meaning that the charge can leak out
before the refresh cycle occurs. This manifests as weakened
or stuck bits.

A simple memory test was developed to characterize these bit
errors. We allocate a large 1GB memory buffer in HBS RAM,
and we write different patterns to it and read them back. If the
pattern we read doesn’t match the pattern we wrote, we record
its (virtual) memory address. We run the memory test 3 times
with different delays between reads and writes (1st test: 0
seconds, 2nd test: 5 seconds, 3rd test: 30 seconds). We use
additional data from the HBS during downlink to map these
(virtual) memory addresses to their physical memory address
in HBS RAM.

On sol 1539 (18 June 2025) the first run of the memory testing
program was a success. It detected 15 physical addresses in
HCE RAM that showed weakened/stuck bits.

Many of the same physical addresses reappeared between
runs. We detected 2 physical addresses in the first run, 14
in the second run, and 14 in the third run. The first 2 physical
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addresses appear in all 3 runs. The 2nd and 3rd runs share
13 of the same physical addresses. All of the stuck bit values
were 0, as opposed to an even distribution of 0’s and 1’s.

There was at least one bit that didn’t register as ’stuck’ until
we read/write to it a couple times. For example, in our first
memtest run, the bit at one virtual address didn’t show up in
our 1st and 2nd iteration through memory, but it showed up
in the 3rd iteration. After that, it showed up every time in our
second and third memtest run (with the longer delays), in all
3 iterations.

The HBS temperature plot is shown in Figure 5. HBS
temperatures stayed relatively low (less than 60oC) during
the test, compared to temperatures we reach during a global
localization activity. This was interesting, because we had
hypothesized some connection between temperature and the
number of memory errors due to stuck/weakened bits. How-
ever, there were also multiple global localization runs where
we encountered memory errors at the lower temperatures.
This test provides evidence that stuck/weakened bit memory
errors can be present at relatively low temperatures.

We re-ran the activity on sol 1554 and and detected 20 weak
bits in HBS RAM. It was an exciting result. It provided
evidence that there were a handful of weak bits in HBS RAM.
It provides a clear path forward and explained previously
unexplained HBS errors during the Ingenuity mission as well.

On sol 1556 (6 July 2025) we then ran the HBS memory test
preceded by HBS global localization activity. It detected 27
weak bits in HBS RAM. This confirmed that there were again
a handful of weak bits, many of which were at fixed physical
addresses.

HBS RAM weak bit quarantining

A HBS program was then developed to find and hold a
list of Page Frame Numbers (PFNs) in HBS RAM that are
known to have weak bits. The list is informed by the results
from previous runs of the memory test program, and will be
maintained as an onboard text file that can be updated with
new vulnerable addresses as more are detected over time.

The program consists of a parent process that executes the
memhold code in a child process. While PFNs are held, the
parent process will return a 0 error code. If any failure occurs,
the process exits with a non-zero error code.

The program also runs the same memory test code used
in the memory test to find weakened bits, allowing us to
continue detecting new suspect bits in memory whenever we
use memhold alongside GBLC. So it has been incorporated
into the nominal execution of global localization processing.

On Sol 1605 (25 August 2025) we ran the memhold program
3 times with 1 success and 2 failures:

� Run 1: HBS encountered an error about 10 minutes into
running the program on the HBS, which would have been
near the end of the script. The error was that the HBS
was marked sick before transferring the log files. Marking
hardware sick is standard protocol in the rover flight software
when an unexpected signal is received from hardware that
is outside the scope of programmed fault responses, and
prevents it from being used again until that status has been
cleared by a spacecraft command.
� Run 2: Perfect run. Run 2 was scheduled immediately after
Run 1. The memory holding program jailed 29 pages, in-

cluding 1 new unlisted bad page by testing memory. Running
the memtest program 3 times afterwards showed 0 memory
errors, because they had all been quarantined!
� Run 3: HBS went sick again, but this time only 1.5 minutes
into running on the HBS. The memory holding program
exited early and the HBS only went sick when the RCE
attempted to transfer memtest result files from the HBS,
which didn’t exist because memtest never ran.

After these tests the memhold script was updated to:

� Reduce memory allocation from 940 MiB to 850 MiB.
� Reduce memhold iterations from 3 to 1.
� Stop using the ’sync’ flag which attempts to mix up mem-
ory allocation by writing cached data to the disk.
� Use the ’verbose’ flag to record additional debug info to the
log file

With this update we did 3� runs again. All three runs
succeeded this time.

CPU Throttling

The Snapdragon CPU can be prone to overheating when
intensive calculations are run. If the temperature exceeds a
preset limit (currently 90oC) processing will halt, and the
HBS will be marked sick. Fortunately a CPU throttling
capability exists that will cause processing to slow down as
the temperature increases. We have enabled this capability to
mitigate against this potential environmental complication.

Mitigating future weak bits

Unfortunately masking known weak bits in RAM has not
been sufficient to eliminate all memory issues. Our tests have
revealed that new weak bits can still appear in areas of RAM
that were not known to have problems, resulting in ongoing
differences from one run to the next.

So we have updated our strategy for accepting results as
valid. Our initial approach was to run the GBLC process
twice to completion, each time writing overall results to an
onboard file. We then compared the checksums of those
files; any difference in checksum would cause us to declare
the operation unsuccessful. But since so much of the RAM
used in the GBLC processing corresponds to image pixel
intensities, the impact of most weak bits on the overall result
is typically minimal. The correlation score comparing rover-
taken images against onboard map images changes, but only
by a tiny fraction of a percent. And the resulting localization
offset vector components typically change by less than 1cm.
So we decided to accept each pair of checksum and localiza-
tion position offset results as a “close enough” match so long
as certain metrics agree to within a parameterized threshold.

The logic implementing the acceptance check runs on the
rad-hardened RCE processor for safety. However, our new
threshold-based checks are complex enough that they cannot
be encoded directly in spacecraft commands, and instead
must be at least partly implemented as changes to the RCE
FSW. Normally the process for updating RCE FSW takes
months or years to complete. But small changes can some-
times be implemented and validated in far less time as a “hot
patch,” which changes the FSW running in RAM without
modifying the copy stored in persistent non-volatile memory
[13]. In this case we created a new C language function which
uses existing FSW to parse two GBLC result files written in
YAML format to compute the absolute differences between
three pairs of numbers: Uncertainty values, and 2D and 3D
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Figure 5. HBS temperature plot from the memory testing program on sol 1539 (18 June 2025).

Figure 6. Sol 1762 (2 February 2026) post-drive Navcams collected during a successful test of our error-correcting
framework on Mars. The Censible algorithm [6] worked well even in this relatively featureless terrain.

distances between localized positions. Each of those numbers
has an independent parameterized tolerance (all initially set to
10cm), and any test can be disabled if desired by specifying
a tolerance of -1. If any of those three numbers do not agree
according to their parameterized tolerance, the computation
is characterized as having failed.

To implement the hot patch, we upload a compiled version
of the function as a .o object file, and run VxWorks shell
commands to load the function into memory. We invoke the
function by replacing the functionality of an existing utility
test command in the RCE FSW, calling the new function
instead of the nominal implementation of the command han-
dler. The return status of the utility command tells us whether
the two YAML files were successfully read, and the value
of a spare RAM parameter communicates whether all the
threshold constraints were met.

Rarely, something happens that prevents GBLC from produc-
ing an output file. That case is detected by checking the return
status of the utility command, and if it has failed that will
result in another attempt at running the GBLC process again.

In short, we (1) avoid using any pages that are known to
contain weak bits, (2) re-run the processing when it fails
to produce an output file, (3) throttle the CPU if we get
close to overheating, and (4) compare two runs, relying on
thresholding to accommodate previously unknown weak bits
that result in small deviations to the numbers that do not
significantly impact the validity of the overall result.

Successful Integrated Demo

The entire process ran successfully on Perseverance on
sol 1762 (2 February 2026). After a 159 meter autonomous
drive, five stereo Navcam image pairs were collected and
transmitted to the HBS (Figure 6). The images were ortho-
graphically reprojected into an overhead view and compared
against the orbital map data already stored onboard. The first
execution of Global Localization failed due to a checksum
mismatch in one of the Navcam images. That caused the
retry strategy to be invoked, and the next two iterations
both succeeded with identical answers. Snapdragon CPU
temperatures remained in bounds throughout the processing
(Figure 7). Since multiple runs succeeded and agreed to
within the required tolerances, the new location and reduced
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Figure 7. Sol 1762 (2 February 2026) Snapdragon CPU temperature profile. CPU throttling successfully kept the temperature
below the 90oC limit.

Figure 8. Sol 1762 (2 February 2026) Initial and final rover position and uncertainty estimates. The position was adjusted by
1.27m and the uncertainty (radius of the blue circle) shrank from 8.4m to 1.5m.

uncertainty were directly incorporated into the RCE FSW
pose estimate (Figure 8).

The full process succeeded again on sol 1775 (16 February
2026). After a 36 meter human-directed drive, we collected
five stereo pairs and compared them to the orbital map (Fig-
ure 9). In this case there were no new memory failures, the

process converged twice in a row with identical answers so
no third attempt was needed. A small correction of 35 cm
was made and applied to the onboard position estimate, and
the accumulated uncertainty was reduced.

We are now in the process of integrating Onboard Global
Localization into our tactical operations processes, and look
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